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Prowater

Preparation and several dosing points with batch tank
Oxiperm® Pro basic module with additional dosing pumps on a batch tank and  
optional chlorine dioxide measurement 

Legend:
1 Oxiperm Pro OCD-162-5, -10, -30 or -60
2 Main water pipe
3 Dilution water extraction point
4 Dilution water pipe
5 Dirt trap
6 Flow measurement
7 Signal line �ow measurement
8 Injection unit
9 Dosing line

10 Chlorine dioxide measuring cell
11 Signal line chlorine dioxide measurement
12 Measuring water extraction point  

(min. distance to injection unit 5 m)
13 Measuring water pipe
17 Additional ClO 2 dosing pumps
18 Drain
20 Batch tank
21 Signal line batch tank
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ProwaterInstallation schemes

Preparation and two dosing points
Oxiperm® Pro basic module with second dosing pump and optional chlorine dioxide measurement  
with bypass 

Legend:
1 Oxiperm Pro OCD-162-5, -10, -30 or -60
2 Main water pipe
3 Dilution water extraction point
4 Dilution water pipe
5 Dirt trap
6 Flow measurement
7 Signal line �ow measurement
9 Dosing line
10 Chlorine dioxide measuring cell

11 Signal line chlorine dioxide measurement
12 Measuring water extraction point  

(min. distance to injection unit 5 m)
13 Measuring water pipe
14 Tapping sleeve
15 Mixing module
16 Measuring module
17 Additional ClO 2 dosing pump
19 Measuring ampli�er
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Subject to change.

www.prowater.co.uk
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15.781001  V1.0
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